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§97.117

place; suspended for less than the bal-
ance of the license term and the sus-
pension is still in effect; suspended for
the balance of the license term and re-
licensing has not taken place; or sur-
rendered for cancellation following no-
tice of revocation, suspension or mone-
tary forfeiture proceedings. The third
party may not be the subject of a cease
and desist order which relates to ama-
teur service operation and which is
still in effect.

(c) No station may transmit third
party communications while being
automatically controlled except a sta-
tion transmitting a RTTY or data
emission.

(d) At the end of an exchange of
international third party communica-
tions, the station must also transmit
in the station identification procedure
the call sign of the station with which
a third party message was exchanged.

[54 FR 25857, June 20, 1989; 54 FR 39535, Sept.
27, 1989, as amended at 71 FR 25982, May 3,
2006; 71 FR 66462, Nov. 15, 2006]

§97.117 International
tions.

communica-

Transmissions to a different country,
where permitted, shall be limited to
communications incidental to the pur-
poses of the amateur service and to re-
marks of a personal character.

[71 FR 25982, May 3, 2006]

§97.119 Station identification.

(a) Each amateur station, except a
space station or telecommand station,
must transmit its assigned call sign on
its transmitting channel at the end of
each communication, and at least
every 10 minutes during a communica-
tion, for the purpose of clearly making
the source of the transmissions from
the station known to those receiving
the transmissions. No station may
transmit unidentified communications
or signals, or transmit as the station
call sign, any call sign not authorized
to the station.

(b) The call sign must be transmitted
with an emission authorized for the
transmitting channel in one of the fol-
lowing ways:

(1) By a CW emission. When keyed by
an automatic device used only for iden-

47 CFR Ch. I (10-1-13 Edition)

tification, the speed must not exceed 20
words per minute;

(2) By a phone emission in the
English language. Use of a phonetic al-
phabet as an aid for correct station
identification is encouraged;

(3) By a RTTY emission using a spec-
ified digital code when all or part of
the communications are transmitted
by a RTTY or data emission;

(4) By an image emission conforming
to the applicable transmission stand-
ards, either color or monochrome, of
§73.682(a) of the FCC Rules when all or
part of the communications are trans-
mitted in the same image emission

(c) One or more indicators may be in-
cluded with the call sign. Hach indi-
cator must be separated from the call
sign by the slant mark (/) or by any
suitable word that denotes the slant
mark. If an indicator is self-assigned, it
must be included before, after, or both
before and after, the call sign. No self-
assigned indicator may conflict with
any other indicator specified by the
FCC Rules or with any prefix assigned
to another country.

(d) When transmitting in conjunction
with an event of special significance, a
station may substitute for its assigned
call sign a special event call sign as
shown for that station for that period
of time on the common data base co-
ordinated, maintained and dissemi-
nated by the special event call sign
data base coordinators. Additionally,
the station must transmit its assigned
call sign at least once per hour during
such transmissions.

(e) When the operator license class
held by the control operator exceeds
that of the station licensee, an indi-
cator consisting of the call sign as-
signed to the control operator’s station
must be included after the call sign.

(f) When the control operator is a
person who is exercising the rights and
privileges authorized by §97.9(b) of this
part, an indicator must be included
after the call sign as follows:

(1) For a control operator who has re-
quested a license modification from
Novice Class to Technical Class: KT;

(2) For a control operator who has re-
quested a license modification from
Novice or Technician to General Class:
AG;
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